§2.1074

modifications or changes, if located
within the U.S., becomes the new re-
sponsible party. The new responsible
party must comply with all provisions
for the Declaration of Conformity, in-
cluding having test data on file dem-
onstrating that the product continues
to comply with all of the applicable
technical standards.

[61 FR 31046, June 19, 1996]

§2.1074 Identification.

Devices subject only to a Declaration
of Conformity shall be uniquely identi-
fied by the responsible party. This
identification shall not be of a format
which could be confused with the FCC
Identifier required on certified, noti-
fied, type accepted or type approved
equipment. The responsible party shall
maintain adequate identification
records to facilitate positive identifica-
tion for each device.

[61 FR 31047, June 19, 1996]

§2.1075 Retention of records.

(a) Except as shown in paragraph (b)
of this section, for each product subject
to a Declaration of Conformity, the re-
sponsible party, as shown in §2.909,
shall maintain the following records:

(1) A record of the original design
drawings and specifications and all
changes that have been made that may
affect compliance with the require-
ments of §2.1073.

(2) A record of the procedures used
for production inspection and testing
(if tests were performed) to insure the
conformance required by §2.1073.
(Statistical production line emission
testing is not required.)

(3) A record of the measurements
made on an appropriate test site that
demonstrates compliance with the ap-
plicable regulations. The record shall
contain:

(i) The actual date or dates testing
was performed;

(ii) The name of the test laboratory,
company, or individual performing the
testing. The Commission may request
additional information regarding the
test site, the test equipment or the
qualifications of the company or indi-
vidual performing the tests;

(iii) A description of how the device
was actually tested, identifying the
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measurement procedure and test equip-
ment that was used;

(iv) A description of the equipment
under test (EUT) and support equip-
ment connected to, or installed within,
the EUT;

(v) The identification of the EUT and
support equipment by trade name and
model number and, if appropriate, by
FCC Identifier and serial number;

(vi) The types and lengths of con-
necting cables used and how they were
arranged or moved during testing;

(vii) At least two photographs show-
ing the test set-up for the highest line
conducted emission and showing the
test set-up for the highest radiated
emission. These photographs must be
focused originals which show enough
detail to confirm other information
contained in the test report;

(viii) A description of any modifica-
tions made to the EUT by the testing
company or individual to achieve com-
pliance with the regulations;

(ix) All of the data required to show
compliance with the appropriate regu-
lations;

(x) The signature of the individual re-
sponsible for testing the product along
with the name and signature of an offi-
cial of the responsible party, as des-
ignated in §2.909; and

(xi) A copy of the compliance infor-
mation, as described in §2.1077, re-
quired to be provided with the equip-
ment.

(b) If the equipment is assembled
using modular components that, by
themselves, are subject to authoriza-
tion under a Declaration of Conformity
and/or a grant of certification, and the
assembled product is also subject to
authorization under a Declaration of
Conformity but, in accordance with the
applicable regulations, does not require
additional testing, the assembler shall
maintain the following records in order
to show the basis on which compliance
with the standards was determined:

(1) A listing of all of the components
used in the assembly;

(2) Copies of the compliance informa-
tion, as described in §2.1077 for all of
the modular components used in the
assembly;

(3) A listing of the FCC Identifier
numbers for all of the components used
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